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1.0 SUBSOLO 21/11/2016 D |
Site 1/ Building 1/ Storey 1/ Sala de Seguranga / Room summary A | u x

Sala de Segurancga

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Sala de Seguranga Perpendicular illuminance [Ix] 471 (500) 161 653 0.34 0.25

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 9 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W

Light yield: 52.7 Im/W S -
Colour temperature: 3000 K 9 {" R A, *;gv){
i i N \. & N oV g
Colour rendering index: 79 Lﬁby‘, N

a0

cdikim n="72%
—C0- 150 m—G90-C270

Total lamp luminous flux: 43200 Im, Total luminaire luminous flux: 31275 Im, Total Load: 594.0 W, Light yield: 52.7 Im/W
Lighting power density: 11.87 W/m? = 2.52 W/m?/100 Ix (Ground area 50.03 m?)
Consumption: 1650 kWh/a of maximum 1800 kWh/a

DIALux



Subsolo 21/11/2016 | Q |
Site 1/ Building 1/ Storey 1/ Sala de Seguranga / Sala de Seguranga / Isolines / Perpendicular illuminance (adaptive) u X

Sala de Segurancga

200

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 471 Ix, Min: 161 Ix, Max: 653 Ix, Min/average: 0.34, Min/max: 0.25
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 6



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1 / Almoxarifado / Room summary u X

Almoxarifado

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Almoxarifado Perpendicular illuminance [Ix] 542 (500) 410 605 0.76 0.68

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W
Light yield: 52.7 Im/W Vet v
Colour temperature: 3000 K e UK
Colour rendering index: 79 S

cdikl n=72%

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6950 Im, Total Load: 132.0 W, Light yield: 52.7 Im/W
Lighting power density: 28.31 W/m? = 5.22 W/m?/100 Ix (Ground area 4.66 m?)
Consumption: 350 kWh/a of maximum 200 kWh/a

DIALux 7



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1/ Aimoxarifado / Almoxarifado / Isolines / Perpendicular illuminance (adaptive) u X

Almoxarifado

500

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 542 Ix, Min: 410 Ix, Max: 605 Ix, Min/average: 0.76, Min/max: 0.68
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 8



Subsolo 21/11/2016 D | ’-\ |
Site 1/ Building 1/ Storey 1/ Corta-Som / Room summary u X

Corta-Som

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Corta-Som Perpendicular illuminance [Ix] 350 (500) 229 425 0.65 0.54

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W SR \ | /
Light yield: 52.7 Im/W X 2 e
Colour temperature: 3000 K &d ‘1('#." S, "i;k‘;)' i

1 H . \. & N V. b 5 45° 457
Colour rendering index: 79 ",,’J N

cdiim n=172%
—_—

Total lamp luminous flux: 4800 Im, Total luminaire luminous flux: 3475 Im, Total Load: 66.0 W, Light yield: 52.7 Im/W
Lighting power density: 17.15 W/m? = 4.90 W/m?/100 Ix (Ground area 3.85 m?)
Consumption: 200 kWh/a of maximum 150 kWh/a

DIALux



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1/ Corta-Som / Corta-Som / Isolines / Perpendicular illuminance (adaptive) u X

Corta-Som

[ 300

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 350 Ix, Min: 229 Ix, Max: 425 Ix, Min/average: 0.65, Min/max: 0.54
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 10



Subsolo 21/11/2016 D | ’-\ |
Site 1/ Building 1/ Storey 1/ BWC Feminino / Room summary u X

BWC Feminino

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane

Surface Result

Mean (target) Min Max Min/average Min/max

1 BWC Feminino Perpendicular illuminance [Ix] 360 (500) 236 434 0.66 0.54
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40% -
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W » \ i
Light yield: 52.7 Im/W C2% A
Colour temperature: 3000 K C LT T
Colour rendering index: 79

n=72%

Total lamp luminous flux: 4800 Im, Total luminaire luminous flux: 3475 Im, Total Load: 66.0 W, Light yield: 52.7 Im/W
Lighting power density: 20.55 W/m? = 5.71 W/m?/100 Ix (Ground area 3.21 m?)
Consumption: 200 kWh/a of maximum 150 kWh/a

DIALux 11



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1/ BWC Feminino / BWC Feminino / Isolines / Perpendicular illuminance (adaptive) u X

BWC Feminino

Scale: 1:10
Perpendicular illuminance (Surface)

Mean (actual): 360 Ix, Min: 236 Ix, Max: 434 Ix, Min/average: 0.66, Min/max: 0.54
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 12



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1/ Armérios / Room summary u X

Armarios

1

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane

Surface Result

Mean (target) Min Max Min/average Min/max

1 Armarios Perpendicular illuminance [Ix] 220 (500) 107 308 0.49 0.35
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E132
Light output ratio: 72.25%
Lamp luminous flux: 2700 Im
Luminaire luminous flux: 1951 Im

Power: 36.0 W {3, v
Light yield: 54.2 Im/W S 3 -
Colour temperature: 3000 K =

n=172%

Colour rendering index: 79 N D ~ o '

Total lamp luminous flux: 5400 Im, Total luminaire luminous flux: 3902 Im, Total Load: 72.0 W, Light yield: 54.2 Im/W
Lighting power density: 8.44 W/m? = 3.84 W/m?%100 Ix (Ground area 8.53 m?)
Consumption: 200 kWh/a of maximum 300 kWh/a

DIALux 13



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1/ Armarios / Arméarios / Isolines / Perpendicular illuminance (adaptive) u X

Armarios

—
| —

300
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Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 220 Ix, Min: 107 Ix, Max: 308 Ix, Min/average: 0.49, Min/max: 0.35
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 14



Subsolo 21/11/2016

Site 1/ Building 1/ Storey 1/ BWC Masculino / Room summary

BWC Masculino

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane

Surface Result

Mean (target) Min Max Min/average Min/max

1 BWC Masculino Perpendicular illuminance [Ix] 169 (500) 103 204 0.61 0.50

Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALuUX

No. Quantity

1 1 Lumicenter Lighting CAA01-E132
Light output ratio: 72.25%

Lamp luminous flux: 2700 Im
Luminaire luminous flux: 1951 Im
Power: 36.0 W LRI )
Light yield: 54.2 Im/W he ® .
Colour temperature: 3000 K =

Colour rendering index: 79 < B0 “ \ w ’

n=72%

Total lamp luminous flux: 2700 Im, Total luminaire luminous flux: 1951 Im, Total Load: 36.0 W, Light yield: 54.2 Im/W
Lighting power density: 7.58 W/m? = 4.48 W/m?#100 Ix (Ground area 4.75 m?)
Consumption: 100 kWh/a of maximum 200 kWh/a

DIALux

15




Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1/ BWC Masculino / BWC Masculino / Isolines / Perpendicular illuminance (adaptive) u X

BWC Masculino

200

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 169 Ix, Min: 103 Ix, Max: 204 Ix, Min/average: 0.61, Min/max: 0.50
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 16



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1/ Copa / Room summary u X

Copa

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Copa Perpendicular illuminance [Ix] 264 (500) 134 378 0.51 0.35

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W (SR N - ©
Light yield: 52.7 Im/W A A
Colour temperature: 3000 K 7 ‘;?, — ""i‘;««v)' »
ingi : YR
Colour rendering index: 79 ,,VV N7

n="72%

Total lamp luminous flux: 4800 Im, Total luminaire luminous flux: 3475 Im, Total Load: 66.0 W, Light yield: 52.7 Im/W
Lighting power density: 9.75 W/m? = 3.70 W/m?#100 Ix (Ground area 6.77 m?)
Consumption: 200 kWh/a of maximum 250 kWh/a

DIALux 17



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1/ Copa / Copa / Isolines / Perpendicular illuminance (adaptive) u X

Copa

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 264 Ix, Min: 134 Ix, Max: 378 Ix, Min/average: 0.51, Min/max: 0.35
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 18



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1 / Estacionamento / Room summary u X

Estacionamento

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Estacionamento Perpendicular illuminance [Ix] 185 (500) 38.7 270 0.21 0.14

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 28 Philips Lighting TCW060 2x36W TL-D/840 HF .
Light output ratio: 62.88%
Lamp luminous flux: 6500 Im

Luminaire luminous flux: 4087 Im »

Power: 72.0 W

Light yield: 56.8 Im/W See our luminaire catalog for o
Colour temperature: 3000 K an image of the luminaire.

Colour rendering index: 100

a5 S 15 3 15+ B a5

caim n=63%
—Co-Ci80 90-c270

Total lamp luminous flux: 182000 Im, Total luminaire luminous flux: 114436 Im, Total Load: 2016.0 W, Light yield: 56.8 Im/W
Lighting power density: 4.77 W/m? = 2.59 W/m?#/100 Ix (Ground area 422.35 m?)

Consumption: 5550 kWh/a of maximum 14800 kWh/a

DIALux 19



Subsolo 21/11/2016 D | Q |
Site 1/ Building 1/ Storey 1 / Estacionamento / Estacionamento / Isolines / Perpendicular illuminance (adaptive) u X

Estacionamento

Scale: 1:200
Perpendicular illuminance (Surface)

Mean (actual): 185 Ix, Min: 38.7 Ix, Max: 270 Ix, Min/average: 0.21, Min/max: 0.14
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 20



2.0 Térreo 21/11/2016

DIALuUX

Pavimento Térreo / Building 1 / Storey 1 / BWC Masculino / Room summary

BWC Masculino

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 BWC Masculino Perpendicular illuminance [Ix] 257 (500) 86.8 394 0.34 0.22
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 4 Lumicenter Lighting 25 CAA01-E216
Light output ratio: 66.27% w
Lamp luminous flux: 2400 Im
Luminaire luminous flux: 1590 Im 4
Power: 33.0 W A3 \
Light yield: 48.2 Im/W "‘;‘:\‘\;‘

Colour temperature: 3000 K
Colour rendering index: 79

a0

cdikim
—C0- 180 m—G90-C270

0= 66%

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6360 Im, Total Load: 132.0 W, Light yield: 48.2 Im/W

Lighting power density: 9.92 W/m? = 3.87 W/m?#100 Ix (Ground area 13.30 m?)

Consumption: 250 - 350 kWh/a of maximum 500 kWh/a

DIALux

21




Térreo 21/11/2016 D | Q |
Pavimento Térreo / Building 1 / Storey 1 / BWC Masculino / BWC Masculino / Isolines / Perpendicular illuminance (adaptive) u X

BWC Masculino

00
(100
Perpendicular illuminance (Surface)

Mean (actual): 257 Ix, Min: 86.8 Ix, Max: 394 Ix, Min/average: 0.34, Min/max: 0.22
Height of working plane: 0.800 m, Wall zone: 0.000 m

Scale: 1:25

DIALux 22



Térreo 22/11/2016
Pavimento Térreo / Building 1/ Storey 1 / BWC Feminino / Room summary u X

BWC Feminino

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 BWC Feminino Perpendicular illuminance [Ix] 238 (500) 70.9 387 0.30 0.18

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 4 Lumicenter Lighting 25 CAA01-E216
Light output ratio: 66.27%
Lamp luminous flux: 2400 Im
Luminaire luminous flux: 1590 Im
Power: 33.0 W
Light yield: 48.2 Im/W
Colour temperature: 3000 K
Colour rendering index: 79

n=66%

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6360 Im, Total Load: 132.0 W, Light yield: 48.2 Im/W
Lighting power density: 8.83 W/m? = 3.71 W/m#100 Ix (Ground area 14.95 m?)
Consumption: 250 - 350 kWh/a of maximum 550 kWh/a

DIALux 23



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1/ Storey 1 / BWC Feminino / BWC Feminino / Isolines / Perpendicular illuminance (adaptive) u X

BWC Feminino

N
o
(=]

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 238 Ix, Min: 70.9 Ix, Max: 387 Ix, Min/average: 0.30, Min/max: 0.18
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 24



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1 / Storey 1 / DML / Room summary u X

DML

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 DML Perpendicular illuminance [Ix] 342 (500) 249 392 0.73 0.64

Height of working plane: 0.800 m, Wall zone: 0.000 m

Lighting power density: 0.00 W/m? = 0.00 W/m?#100 Ix (Ground area 2.70 m?)
Consumption: 0 kWh/a of maximum 100 kWh/a

DIALux 25



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1/ Storey 1/ DML / DML / Isolines / Perpendicular illuminance (adaptive) u X

DML

Scale: 1:10
Perpendicular illuminance (Surface)

Mean (actual): 342 Ix, Min: 249 Ix, Max: 392 Ix, Min/average: 0.73, Min/max: 0.64
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 26



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1 / Storey 1 / Copa / Room summary u X

Copa

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Copa Perpendicular illuminance [Ix] 250 (500) 174 320 0.70 0.54

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E132
Light output ratio: 72.25%
Lamp luminous flux: 2700 Im
Luminaire luminous flux: 1951 Im

Power: 36.0 W ‘; ‘ .
Light yield: 54.2 Im/W e 2%, > .
Colour temperature: 3000 K =

Colour rendering index: 79 R 22 \ il '

105

30"

n=72%

Total lamp luminous flux: 5400 Im, Total luminaire luminous flux: 3902 Im, Total Load: 72.0 W, Light yield: 54.2 Im/W
Lighting power density: 11.31 W/m? = 4.52 W/m?/100 Ix (Ground area 6.36 m?)
Consumption: 100 - 200 kWh/a of maximum 250 kWh/a

DIALux

27




Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1 / Storey 1 / Copa / Copa / Isolines / Perpendicular illuminance (adaptive) u X

Copa
200 200
300)
200 200
Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 250 Ix, Min: 174 Ix, Max: 320 Ix, Min/average: 0.70, Min/max: 0.54
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 28



Térreo 22/11/2016

Pavimento Térreo / Building 1 / Storey 1 / BWC Def. Fisico / Room summary

BWC Def. Fisico

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

DIALuUX

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 BWC Def. Fisico Perpendicular illuminance [Ix] 171 (500) 89.6 212 0.52 0.42
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Lumicenter Lighting CAA01-E132
Light output ratio: 72.25% w
Lamp luminous flux: 2700 Im
Luminaire luminous flux: 1951 Im %
Power: 36.0 W KL "
Light yield: 54.2 Im/W 2%, n
Colour temperature: 3000 K NS

30

Colour rendering index: 79 Ny £ \ il '

n=72%

Total lamp luminous flux: 2700 Im, Total luminaire luminous flux: 1951 Im, Total Load: 36.0 W, Light yield: 54.2 Im/W
Lighting power density: 8.17 W/m? = 4.77 W/m?#100 Ix (Ground area 4.41 m?)
Consumption: 100 kWh/a of maximum 200 kWh/a

DIALux

29




Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1 / Storey 1 / BWC Def. Fisico / BWC Def. Fisico / Isolines / Perpendicular illuminance (adaptive) u X

BWC Def. Fisico

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 171 Ix, Min: 89.6 Ix, Max: 212 Ix, Min/average: 0.52, Min/max: 0.42
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 30



Térreo 22/11/2016
Pavimento Térreo / Building 1 / Storey 1 / DERIM / Room summary u X

DERIM

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 DERIM Perpendicular illuminance [Ix] 581 (500) 280 866 0.48 0.32

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 4 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W
Light yield: 52.7 Im/W ot
Colour temperature: 3000 K )
Colour rendering index: 79
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cdikim n=172%
—C0- 150 m—G30-C270

Total lamp luminous flux: 19200 Im, Total luminaire luminous flux: 13900 Im, Total Load: 264.0 W, Light yield: 52.7 Im/W
Lighting power density: 17.91 W/m? = 3.09 W/m?/100 Ix (Ground area 14.74 m?)
Consumption: 450 - 750 kWh/a of maximum 550 kWh/a

DIALux 31



Térreo

Pavimento Térreo / Building 1/ Storey 1/ DERIM / DERIM / Isolines / Perpendicular illuminance (adaptive)

DERIM

22/11/2016

[$]
o
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300

Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 581 Ix, Min: 280 Ix, Max: 866 Ix, Min/average: 0.48, Min/max: 0.32

Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux

DIALuUX

32



Térreo 22/11/2016
Pavimento Térreo / Building 1 / Storey 1 / Diretor DERIM / Room summary u X

Diretor DERIM

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Diretor DERIM Perpendicular illuminance [Ix] 397 (500) 172 615 0.43 0.28

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40% w
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im 2
Power: 66.0 W - \
Light yield: 52.7 Im/W X2
Colour temperature: 3000 K ) -Z(' \ \\"‘\“vi;?@’(
. . . \al b R S
Colour rendering index: 79 "f,,,s“t‘: ~_—7

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6950 Im, Total Load: 132.0 W, Light yield: 52.7 Im/W
Lighting power density: 13.36 W/m? = 3.36 W/m?/100 Ix (Ground area 9.88 m?)
Consumption: 250 - 350 kWh/a of maximum 350 kWh/a

DIALux 33



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1 / Storey 1 / Diretor DERIM / Diretor DERIM / Isolines / Perpendicular illuminance (adaptive) u X

Diretor DERIM

200 200

300

500
500
500

300

200 200
Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 397 Ix, Min: 172 Ix, Max: 615 Ix, Min/average: 0.43, Min/max: 0.28
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 34



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1/ Storey 1 / Geréncia Bancaria 02 / Room summary u X

Geréncia Bancaria 02

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane

Surface Result

Mean (target) Min Max Min/average Min/max

1 Geréncia Bancaria 02 Perpendicular illuminance [Ix] 559 (500) 362 690 0.65 0.52
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W SR \ il /
Light yield: 52.7 Im/W R 21X e
Colour temperature: 3000 K | ‘1: ‘;r S .,,Vigk‘})f "

1 H - . & N W \ % 5 5°
Colour rendering index: 79 W“‘"sv N7

n=72%

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6950 Im, Total Load: 132.0 W, Light yield: 52.7 Im/W
Lighting power density: 25.81 W/m? = 4.62 W/m?/100 Ix (Ground area 5.11 m?)
Consumption: 350 kWh/a of maximum 200 kWh/a

DIALux 35



Térreo 22/11/2016
Pavimento Térreo / Building 1 / Storey 1 / Geréncia Bancaria 02 / Geréncia Bancaria 02 / Isolines / Perpendicular illuminance X
(adaptive)

Geréncia Bancaria 02

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 559 Ix, Min: 362 Ix, Max: 690 Ix, Min/average: 0.65, Min/max: 0.52
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 36



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1/ Storey 1 / Geréncia Bancaria 01 / Room summary u X

Geréncia Bancaria 01

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane

Surface Result

Mean (target) Min Max Min/average Min/max
1 Geréncia Bancaria 01 Perpendicular illuminance [Ix] 596 (500) 380 723 0.64 0.53
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W R il
Light yield: 52.7 Im/W VAT
Colour temperature: 3000 K < !(’ >, \" ™, w){(@" o
ing i : ¥ R
Colour rendering index: 79 ¥ ,¥V N

cdim n=72%
—C0-Ci80 m—C90-C270

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6950 Im, Total Load: 132.0 W, Light yield: 52.7 Im/W
Lighting power density: 30.77 W/m? = 5.17 W/m?/100 Ix (Ground area 4.29 m?)
Consumption: 350 kWh/a of maximum 200 kWh/a

DIALux 37



Térreo 22/11/2016
Pavimento Térreo / Building 1 / Storey 1 / Geréncia Bancaria 01 / Geréncia Bancaria 01 / Isolines / Perpendicular illuminance X
(adaptive)

Geréncia Bancaria 01

(500

=T |

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 596 Ix, Min: 380 Ix, Max: 723 Ix, Min/average: 0.64, Min/max: 0.53
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 38



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1 / Storey 1 / Agéncia Bancaria / Room summary u X

Agéncia Bancaria

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Workplane 12 Perpendicular illuminance [Ix] 476 (500) 242 645 0.51 0.38

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ; w ho
Light yield: 52.7 Im/W K2R,
Colour temperature: 3000 K { -!(',)' \" >, Y«"?v) A
ing i : VIR
Colour rendering index: 79 ",yv N

o

cdiim n=172%
—C0- G150 90 C270

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6950 Im, Total Load: 132.0 W, Light yield: 52.7 Im/W
Lighting power density: 17.51 W/m? = 3.68 W/m?/100 Ix (Ground area 7.54 m?)
Consumption: 250 - 350 kWh/a of maximum 300 kWh/a

DIALux 39



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1/ Storey 1 / Agéncia Bancaria / Workplane 12 / Isolines / Perpendicular illuminance (adaptive) u X

Workplane 12
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Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 476 Ix, Min: 242 Ix, Max: 645 Ix, Min/average: 0.51, Min/max: 0.38
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 40



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1 / Storey 1 / Saguéo e Recepgéo / Room summary u X

Saguao e Recepcao

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane

Surface Result

Mean (target) Min Max Min/average Min/max

1 Workplane 13 Perpendicular illuminance [Ix] 353 (500) 39.6 523 0.11 0.08
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 30 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W S !
Light yield: 52.7 Im/W [ VAT el oy
Colour temperature: 3000 K b ‘_)‘,, S ,,ji’ @( T

i index: e :
Colour rendering index: 79 }'ﬁ'?)‘* N 4

=72%

Total lamp luminous flux: 144000 Im, Total luminaire luminous flux: 104250 Im, Total Load: 1980.0 W, Light yield: 52.7 Im/W
Lighting power density: 7.70 W/m? = 2.18 W/m?#100 Ix (Ground area 257.09 m?)
Consumption: 3450 - 5450 kWh/a of maximum 9000 kWh/a

DIALux 41



Térreo 22/11/2016 D | Q |
Pavimento Térreo / Building 1 / Storey 1 / Saguéo e Recepgao / Workplane 13 / Isolines / Perpendicular illuminance (adaptive) u X

Workplane 13

209

w
o
(=)

Scale: 1:200
Perpendicular illuminance (Surface)

Mean (actual): 353 Ix, Min: 39.6 Ix, Max: 523 Ix, Min/average: 0.11, Min/max: 0.08
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 42



3.0 1° Pavimento 22/11/2016

DIALuUX

1° Pavimento / Building 1 / Storey 1 / BWC Masculino / Room summary

BWC Masculino

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 BWC Masculino Perpendicular illuminance [Ix] 256 (500) 85.7 393 0.33 0.22
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 4 Lumicenter Lighting 25 CAA01-E216
Light output ratio: 66.27% w
Lamp luminous flux: 2400 Im
Luminaire luminous flux: 1590 Im 4
Power: 33.0 W A3 \
Light yield: 48.2 Im/W "‘;‘:\‘\;‘

Colour temperature: 3000 K
Colour rendering index: 79

a0

cdikim
—C0- 180 m—G90-C270

0= 66%

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6360 Im, Total Load: 132.0 W, Light yield: 48.2 Im/W

Lighting power density: 9.92 W/m? = 3.87 W/m?#100 Ix (Ground area 13.30 m?)

Consumption: 250 - 350 kWh/a of maximum 500 kWh/a

DIALux

43



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / BWC Masculino / BWC Masculino / Isolines / Perpendicular illuminance (adaptive) u X

BWC Masculino

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 256 Ix, Min: 85.7 Ix, Max: 393 Ix, Min/average: 0.33, Min/max: 0.22
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 44



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1/ Storey 1/ BWC Feminino / Room summary u X

BWC Feminino

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 BWC Feminino Perpendicular illuminance [Ix] 238 (500) 70.7 387 0.30 0.18

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 4 Lumicenter Lighting 25 CAA01-E216
Light output ratio: 66.27%
Lamp luminous flux: 2400 Im
Luminaire luminous flux: 1590 Im
Power: 33.0 W
Light yield: 48.2 Im/W
Colour temperature: 3000 K
Colour rendering index: 79

n=66%

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6360 Im, Total Load: 132.0 W, Light yield: 48.2 Im/W
Lighting power density: 8.83 W/m? = 3.72 W/m#100 Ix (Ground area 14.95 m?)
Consumption: 350 kWh/a of maximum 550 kWh/a

DIALux 45



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / BWC Feminino / BWC Feminino / Isolines / Perpendicular illuminance (adaptive) u X

BWC Feminino
(100 (100
300
200
200
300
(100
200
300

Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 238 Ix, Min: 70.7 Ix, Max: 387 Ix, Min/average: 0.30, Min/max: 0.18
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 46



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ Sala de Reunides / Room summary u X

Sala de Reunides

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Sala de Reunides Perpendicular illuminance [Ix] 594 (500) 389 763 0.65 0.51

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 5 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ; -
Light yield: 52.7 Im/W VA N e
Colour temperature: 3000 K qd -2: ‘;;, L\ #vék!}?(
1 H . O .
Colour rendering index: 79 ¢¥V N7

n=72%

Total lamp luminous flux: 24000 Im, Total luminaire luminous flux: 17375 Im, Total Load: 330.0 W, Light yield: 52.7 Im/W
Lighting power density: 19.91 W/m? = 3.35 W/m?/100 Ix (Ground area 16.57 m?)
Consumption: 900 kWh/a of maximum 600 kWh/a

DIALux 47



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ Sala de Reunides / Sala de Reunides / Isolines / Perpendicular illuminance (adaptive) u X

Sala de Reunides

]
l

l

Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 594 Ix, Min: 389 Ix, Max: 763 Ix, Min/average: 0.65, Min/max: 0.51
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 48



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Secretario da Fazenda / Room summary u X

Secretario da Fazenda

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Secretario da Fazenda Perpendicular illuminance [Ix] 416 (500) 167 578 0.40 0.29

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ; = e
Light yield: 52.7 Im/W X I

Colour temperature: 3000 K S G’i;%v){ 1
Colour rendering index: 79 “"‘f,;a%!“f ~_—7

e

cdiim n="72%
—C0-C180 —C90-C270

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 13.66 W/m? = 3.28 W/m?/100 Ix (Ground area 14.50 m?)
Consumption: 550 kWh/a of maximum 550 kWh/a

DIALux 49



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ Secretario da Fazenda / Secretario da Fazenda / Isolines / Perpendicular illuminance (adaptive) u X

Secretario da Fazenda

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 416 Ix, Min: 167 Ix, Max: 578 Ix, Min/average: 0.40, Min/max: 0.29
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 50



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ Secretaria e Espera / Room summary u X

Secretaria e Espera

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Secretaria e Espera Perpendicular illuminance [Ix] 366 (500) 133 585 0.36 0.23

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40% -
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W SR \ ! /

Light yield: 52.7 Im/W VA N ey

Colour temperature: 3000 K E oL S “v’&!}?{ +

Colour rendering index: 79 V""v;,,;vw N
2 1 Lumicenter Lighting 25 CAA01-E216

Light output ratio: 66.27% -

Lamp luminous flux: 2400 Im
Luminaire luminous flux: 1590 Im
Power: 33.0 W

Light yield: 48.2 Im/W

Colour temperature: 3000 K
Colour rendering index: 79

cdim n=66%
—Co-Ci80 - c270

Total lamp luminous flux: 12000 Im, Total luminaire luminous flux: 8540 Im, Total Load: 165.0 W, Light yield: 51.8 Im/W

DIALux 51



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Secretaria e Espera / Room summary u X

Lighting power density: 12.58 W/m? = 3.43 W/m?/100 Ix (Ground area 13.11 m?)
Consumption: 300 - 450 kWh/a of maximum 500 kWh/a

DIALux 52



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Secretaria e Espera / Secretaria e Espera / Isolines / Perpendicular illuminance (adaptive) u X

Secretaria e Espera
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Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 366 Ix, Min: 133 Ix, Max: 585 Ix, Min/average: 0.36, Min/max: 0.23
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 53



1° Pavimento 22/11/2016 D | Q |
1° Pavimento / Building 1/ Storey 1/ Superintendente DECAR e DERIM / Room summary u X

Superintendente DECAR e DERIM

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Superintendente DECAR e DERIM Perpendicular illuminance [Ix] 345 (500) 136 521 0.39 0.26

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ; - hS
Light yield: 52.7 Im/W VA N e
Colour temperature: 3000 K | ‘1:' ‘;;, S .,_vi;k‘})t
ing i : VIR “
Colour rendering index: 79 TNy, N v

cdim n=72%
—_—Co- -

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6950 Im, Total Load: 132.0 W, Light yield: 52.7 Im/W
Lighting power density: 11.39 W/m? = 3.30 W/m?/100 Ix (Ground area 11.59 m?)
Consumption: 250 - 350 kWh/a of maximum 450 kWh/a

DIALux 54



1° Pavimento 22/11/2016

1° Pavimento / Building 1 / Storey 1 / Superintendente DECAR e DERIM / Superintendente DECAR e DERIM / Isolines /
Perpendicular illuminance (adaptive)

Superintendente DECAR e DERIM

DIALuUX
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Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 345 Ix, Min: 136 Ix, Max: 521 Ix, Min/average: 0.39, Min/max: 0.26
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux
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1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Tesouraria / Room summary u X

Tesouraria

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Tesouraria Perpendicular illuminance [Ix] 461 (500) 301 561 0.65 0.54

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 6 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W

Light yield: 52.7 Im/W [ VTS s :
Colour temperature: 3000 K | {" e *é@{
o . U
Colour rendering index: 79 et }». N

—C0- 150 m—G90-C270

Total lamp luminous flux: 28800 Im, Total luminaire luminous flux: 20850 Im, Total Load: 396.0 W, Light yield: 52.7 Im/W
Lighting power density: 14.20 W/m? = 3.08 W/m?/100 Ix (Ground area 27.89 m?)
Consumption: 700 - 1100 kWh/a of maximum 1000 kWh/a

DIALux 56



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1/ Storey 1/ Tesouraria / Tesouraria / Isolines / Perpendicular illuminance (adaptive) u X

Tesouraria
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Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 461 Ix, Min: 301 Ix, Max: 561 Ix, Min/average: 0.65, Min/max: 0.54
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 57



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Recepgéo Contabilidade / Room summary u X

Recepcao Contabilidade

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Recepcéo Contabilidade Perpendicular illuminance [Ix] 306 (500) 127 450 0.42 0.28

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W (SR . o w
Light yield: 52.7 Im/W YT ATy
Colour temperature: 3000 K 9 ‘1: ‘;;, & '*’iﬁ«v}' »
H H . L e n
Colour rendering index: 79 w”%“’ N7

cdkim n=72%
—0

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6950 Im, Total Load: 132.0 W, Light yield: 52.7 Im/W
Lighting power density: 10.10 W/m? = 3.30 W/m?#/100 Ix (Ground area 13.06 m?)
Consumption: 350 kWh/a of maximum 500 kWh/a

DIALux 58



1° Pavimento 21/11/2016
1° Pavimento / Building 1 / Storey 1 / Recepg¢&o Contabilidade / Recepgéo Contabilidade / Isolines / Perpendicular illuminance X
(adaptive)

Recepcao Contabilidade

200 300 300 @?

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 306 Ix, Min: 127 Ix, Max: 450 Ix, Min/average: 0.42, Min/max: 0.28
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 59



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Arquivo / Room summary u X

Arquivo

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Arquivo Perpendicular illuminance [IX] 529 (500) 152 956 0.29 0.16

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 6 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

105

Power: 66.0 W ; = w he
Light yield: 52.7 Im/W VAT e Sy
Colour temperature: 3000 K 3 ,.'{;, e ."i;k@’f -
A . e ; s
Colour rendering index: 79 ,,.4!!5 N

cdiim n=72%
—C0-C150 w90 C270

Total lamp luminous flux: 28800 Im, Total luminaire luminous flux: 20850 Im, Total Load: 396.0 W, Light yield: 52.7 Im/W
Lighting power density: 13.97 W/m? = 2.64 W/m?/100 Ix (Ground area 28.35 m?)
Consumption: 700 - 1100 kWh/a of maximum 1000 kWh/a

DIALux 60



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ Arquivo / Arquivo / Isolines / Perpendicular illuminance (adaptive) u X

Arquivo

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 529 Ix, Min: 152 Ix, Max: 956 Ix, Min/average: 0.29, Min/max: 0.16
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 61



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ Sala de Reunides / Room summary u X

Sala de Reunides

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Sala de Reunides Perpendicular illuminance [Ix] 527 (500) 238 773 0.45 0.31

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ; N \ |
Light yield: 52.7 Im/W [ VTS s
Colour temperature: 3000 K 3 -Z: "’1 ~\"\ >, W‘? 2 w0
i i : & N
Colour rendering index: 79 "“’Q,"“‘ N

a0

cdikim n=172%
—C0- G150 m—G30-C270

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 17.14 W/m? = 3.25 W/m?/100 Ix (Ground area 11.55 m?)
Consumption: 550 kWh/a of maximum 450 kWh/a

DIALux 62



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ Sala de Reunides / Sala de Reunides / Isolines / Perpendicular illuminance (adaptive) u X

Sala de Reunides

(9

(=

(=)
[9)
o
o

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 527 Ix, Min: 238 Ix, Max: 773 Ix, Min/average: 0.45, Min/max: 0.31
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 63



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1/ Storey 1/ Diretoria da Tesouraria / Room summary u X

Diretoria da Tesouraria

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Diretoria da Tesouraria Perpendicular illuminance [Ix] 501 (500) 215 759 043 0.28

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40% w
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ;' “

Light yield: 52.7 Im/W X2

Colour temperature: 3000 K 3 ‘;' S “’i‘;}?f

Colour rendering index: 79 V"‘f’;,gv:/ N

0

n=172%

cdikim
—C0- 180 m—C90-C270

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 16.00 W/m? = 3.20 W/m?/100 Ix (Ground area 12.38 m?)
Consumption: 350 - 550 kWh/a of maximum 450 kWh/a

DIALux 64



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Diretoria da Tesouraria / Diretoria da Tesouraria / Isolines / Perpendicular illuminance (adaptive) u X

Diretoria da Tesouraria

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 501 Ix, Min: 215 Ix, Max: 759 Ix, Min/average: 0.43, Min/max: 0.28
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 65



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ SIM. AM. / Room summary u X

SIM. AM.

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 SIM. AM. Perpendicular illuminance [Ix] 488 (500) 183 772 0.38 0.24

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W

Light yield: 52.7 Im/W SR )
Colour temperature: 3000 K : ‘;' - \"\ o ‘;.})f
Colour rendering index: 79 V‘b’é,v."

a0

cdikim n="72%
—C0- 150 m—G90-C270

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 16.22 W/m? = 3.32 W/m?/100 Ix (Ground area 12.21 m?)
Consumption: 350 - 550 kWh/a of maximum 450 kWh/a

DIALux 66



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1/ Storey 1/ SIM. AM. / SIM. AM. / Isolines / Perpendicular illuminance (adaptive) u X

SIM. AM.
200
300 500 500 300
750
|
200

|

Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 488 Ix, Min: 183 Ix, Max: 772 Ix, Min/average: 0.38, Min/max: 0.24
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 67



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Contabilidade, Receita / Room summary u X

Contabilidade, Receita

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Contabilidade, Receita Perpendicular illuminance [Ix] 506 (500) 105 661 0.21 0.16

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 16 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W

Light yield: 52.7 Im/W Sy -
Colour temperature: 3000 K d .)‘- > ;\W\ o ~;{y>,
Colour rendering index: 79 v’ﬂ;_,,é}-.‘,

a0

cdikim n=172%
—C0- 150 m—G90-C270

Total lamp luminous flux: 76800 Im, Total luminaire luminous flux: 55600 Im, Total Load: 1056.0 W, Light yield: 52.7 Im/W
Lighting power density: 13.12 W/m? = 2.59 W/m?/100 Ix (Ground area 80.49 m?)
Consumption: 1850 - 2900 kWh/a of maximum 2850 kWh/a

DIALux 68



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1/ Storey 1/ Contabilidade, Receita / Contabilidade, Receita / Isolines / Perpendicular illuminance (adaptive) u X

Contabilidade, Receita

Scale: 1:75
Perpendicular illuminance (Surface)

Mean (actual): 506 Ix, Min: 105 Ix, Max: 661 Ix, Min/average: 0.21, Min/max: 0.16
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 69



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Superintendente Contab. / Room summary u X

Superintendente Contab.

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Superintendente Contab. Perpendicular illuminance [Ix] 512 (500) 222 754 043 0.29

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W SR \
Light yield: 52.7 Im/W R 2
Colour temperature: 3000 K qd ‘1:’ ‘;:, i, é"‘})‘
inai . VR Ve
Colour rendering index: 79 w,y‘bv N

cdim n=72%
—Co-Ci80 90-c270

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 17.05 W/m? = 3.33 W/m?/100 Ix (Ground area 11.61 m?)
Consumption: 350 - 550 kWh/a of maximum 450 kWh/a

DIALux 70



1° Pavimento 21/11/2016
1° Pavimento / Building 1 / Storey 1 / Superintendente Contab. / Superintendente Contab. / Isolines / Perpendicular illuminance X
(adaptive)

Superintendente Contab.

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 512 Ix, Min: 222 Ix, Max: 754 Ix, Min/average: 0.43, Min/max: 0.29
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 71



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Empenho / Room summary u X

Empenho

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface  Result Mean (target) Min Max Min/average Min/max
1 Empenho Perpendicular illuminance [Ix] 483 (500) 182 770 0.38 0.24

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W SR N .
Light yield: 52.7 Im/W X 2
Colour temperature: 3000 K 3 xS > i;?‘}){ o
inq i . o a ¥ 2
Colour rendering index: 79 "er N7

cdiim n=72%
—Co-Ci80 90-c270

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 15.58 W/m? = 3.23 W/m?/100 Ix (Ground area 12.70 m?)
Consumption: 350 - 550 kWh/a of maximum 450 kWh/a

DIALux 72



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Empenho / Empenho / Isolines / Perpendicular illuminance (adaptive) u X

Empenho
I 200)
I
300 500 500 300
750
300
500 500 300
200
Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 483 Ix, Min: 182 Ix, Max: 770 Ix, Min/average: 0.38, Min/max: 0.24
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 73



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / DML / Room summary u X

DML

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 DML Perpendicular illuminance [Ix] 390 (500) 308 445 0.79 0.69

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W
Light yield: 52.7 Im/W
Colour temperature: 3000 K 4
Colour rendering index: 79

¢ i‘ iyv)’

gﬁ '; A

Ot

W17s/57

‘A,v o

a0

cdikim n="72%
—C0- 150 m—G90-C270

Total lamp luminous flux: 4800 Im, Total luminaire luminous flux: 3475 Im, Total Load: 66.0 W, Light yield: 52.7 Im/W
Lighting power density: 24.44 W/m? = 6.26 W/m?/100 Ix (Ground area 2.70 m?)
Consumption: 100 - 200 kWh/a of maximum 100 kWh/a

DIALux 74



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ DML / DML / Isolines / Perpendicular illuminance (adaptive) u X

DML

Scale: 1:10
Perpendicular illuminance (Surface)

Mean (actual): 390 Ix, Min: 308 Ix, Max: 445 Ix, Min/average: 0.79, Min/max: 0.69
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 75



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Circulagdo / Room summary u X

Circulacao

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Circulagéo Perpendicular illuminance [Ix] 387 (500) 109 537 0.28 0.20

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 6 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ; = N a0 ©
Light yield: 52.7 Im/W VAt s
Colour temperature: 3000 K 7 ‘;;, e ”ﬁékV)( -

ing i . VR Ve “ W
Colour rendering index: 79 _,,s?gv' N7

cdim n="72%
—Co-Ci80 - c270

Total lamp luminous flux: 28800 Im, Total luminaire luminous flux: 20850 Im, Total Load: 396.0 W, Light yield: 52.7 Im/W
Lighting power density: 12.95 W/m? = 3.35 W/m?/100 Ix (Ground area 30.57 m?)
Consumption: 1100 kWh/a of maximum 1100 kWh/a

DIALux 76



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1/ Circulagéo / Circulagéo / Isolines / Perpendicular illuminance (adaptive) u X

Circulacao

200
300
200
500)
500
300
300
200
Scale: 1:50

Perpendicular illuminance (Surface)
Mean (actual): 387 Ix, Min: 109 Ix, Max: 537 Ix, Min/average: 0.28, Min/max: 0.20
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 77



1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Copa / Room summary u X

Copa

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Copa Perpendicular illuminance [Ix] 248 (500) 171 317 0.69 0.54

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E132
Light output ratio: 72.25%
Lamp luminous flux: 2700 Im
Luminaire luminous flux: 1951 Im

Power: 36.0 W ‘; ‘ .
Light yield: 54.2 Im/W e 2%, > .
Colour temperature: 3000 K =

Colour rendering index: 79 R 22 \ il '

105

30"

n=72%

Total lamp luminous flux: 5400 Im, Total luminaire luminous flux: 3902 Im, Total Load: 72.0 W, Light yield: 54.2 Im/W
Lighting power density: 11.31 W/m? = 4.56 W/m?/100 Ix (Ground area 6.37 m?)
Consumption: 100 - 200 kWh/a of maximum 250 kWh/a

DIALux

78




1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / Copa / Copa / Isolines / Perpendicular illuminance (adaptive) u X

Copa
200 200
300
200 200
Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 248 Ix, Min: 171 Ix, Max: 317 Ix, Min/average: 0.69, Min/max: 0.54
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 79



1° Pavimento 21/11/2016

1° Pavimento / Building 1/ Storey 1/ BWC Def. Fisico / Room summary

BWC Def. Fisico

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

DIALuUX

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 BWC Def. Fisico Perpendicular illuminance [Ix] 171 (500) 90.0 212 0.53 0.42
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Lumicenter Lighting CAA01-E132
Light output ratio: 72.25% w
Lamp luminous flux: 2700 Im
Luminaire luminous flux: 1951 Im %
Power: 36.0 W KL "
Light yield: 54.2 Im/W 2%, n
Colour temperature: 3000 K NS

30

Colour rendering index: 79 Ny £ \ il '

n=72%

Total lamp luminous flux: 2700 Im, Total luminaire luminous flux: 1951 Im, Total Load: 36.0 W, Light yield: 54.2 Im/W
Lighting power density: 8.17 W/m? = 4.78 W/m?#100 Ix (Ground area 4.41 m?)
Consumption: 100 kWh/a of maximum 200 kWh/a

DIALux

80




1° Pavimento 21/11/2016 D | Q |
1° Pavimento / Building 1 / Storey 1 / BWC Def. Fisico / BWC Def. Fisico / Isolines / Perpendicular illuminance (adaptive) u X

BWC Def. Fisico

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 171 Ix, Min: 90.0 Ix, Max: 212 Ix, Min/average: 0.53, Min/max: 0.42
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 81



4.0 2° Pavimento 21/11/2016

DIALuUX

2° Pavimento / Building 1 / Storey 1/ BWC Masculino / Room summary

BWC Masculino

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 BWC Masculino Perpendicular illuminance [Ix] 257 (500) 86.2 394 0.34 0.22
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 4 Lumicenter Lighting 25 CAA01-E216
Light output ratio: 66.27% w
Lamp luminous flux: 2400 Im
Luminaire luminous flux: 1590 Im 4
Power: 33.0 W A3 \
Light yield: 48.2 Im/W "‘;‘:\‘\;‘

Colour temperature: 3000 K
Colour rendering index: 79

a0

cdikim
—C0- 180 m—G90-C270

0= 66%

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6360 Im, Total Load: 132.0 W, Light yield: 48.2 Im/W

Lighting power density: 9.92 W/m? = 3.87 W/m?#100 Ix (Ground area 13.30 m?)

Consumption: 250 - 350 kWh/a of maximum 500 kWh/a

DIALux

82



2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ BWC Masculino / BWC Masculino / Isolines / Perpendicular illuminance (adaptive) u X

BWC Masculino

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 257 Ix, Min: 86.2 Ix, Max: 394 Ix, Min/average: 0.34, Min/max: 0.22
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 83



2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1/ Storey 1/ BWC Feminino / Room summary u X

BWC Feminino

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 BWC Feminino Perpendicular illuminance [Ix] 237 (500) 70.9 387 0.30 0.18

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 4 Lumicenter Lighting 25 CAA01-E216
Light output ratio: 66.27%
Lamp luminous flux: 2400 Im
Luminaire luminous flux: 1590 Im
Power: 33.0 W
Light yield: 48.2 Im/W
Colour temperature: 3000 K
Colour rendering index: 79

n=66%

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6360 Im, Total Load: 132.0 W, Light yield: 48.2 Im/W
Lighting power density: 8.83 W/m? = 3.72 W/m#100 Ix (Ground area 14.95 m?)
Consumption: 350 kWh/a of maximum 550 kWh/a

DIALux 84



2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ BWC Feminino / BWC Feminino / Isolines / Perpendicular illuminance (adaptive) u X

BWC Feminino
(100 (100
300
200
300
(100
300
200
300
200
Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 237 Ix, Min: 70.9 Ix, Max: 387 Ix, Min/average: 0.30, Min/max: 0.18
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 85



2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Diretor Projetos / Room summary u X

Diretor Projetos

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Diretor Projetos Perpendicular illuminance [Ix] 474 (500) 170 755 0.36 0.23

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W
Light yield: 52.7 Im/W C2N Ny
Colour temperature: 3000 K d -Z:
Colour rendering index: 79 Y

o

cdiim n=72%
—C0- G150 90 C270

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 15.68 W/m? = 3.31 W/m?/100 Ix (Ground area 12.63 m?)
Consumption: 350 - 550 kWh/a of maximum 450 kWh/a

DIALux 86



2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Diretor Projetos / Diretor Projetos / Isolines / Perpendicular illuminance (adaptive) u X

Diretor Projetos

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 474 Ix, Min: 170 Ix, Max: 755 Ix, Min/average: 0.36, Min/max: 0.23
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 87



2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1/ Storey 1/ Projetos / Room summary u X

Projetos

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Projetos Perpendicular illuminance [Ix] 479 (500) 165 630 0.34 0.26

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 7 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W . ) It
Light yield: 52.7 Im/W [ Vet e
Colour temperature: 3000 K &3 2> S «é’%@% ”
i i . VAL W - = “
Colour rendering index: 79 '("‘t’* g N7

cdiim n=72%
—Co-Ci80 90-C270

Total lamp luminous flux: 33600 Im, Total luminaire luminous flux: 24325 Im, Total Load: 462.0 W, Light yield: 52.7 Im/W
Lighting power density: 14.00 W/m? = 2.92 W/m?/100 Ix (Ground area 33.01 m?)
Consumption: 800 - 1250 kWh/a of maximum 1200 kWh/a

DIALux 88



2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Projetos / Projetos / Isolines / Perpendicular illuminance (adaptive) u X

Projetos

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 479 Ix, Min: 165 Ix, Max: 630 Ix, Min/average: 0.34, Min/max: 0.26
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 89



2° Pavimento 21/11/2016

2° Pavimento / Building 1 / Storey 1/ Secretario Planejamento / Room summary

Secretario Planejamento

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

DIALuUX

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Secretario Planejamento Perpendicular illuminance [Ix] 453 (500) 173 742 0.38 0.23
Height of working plane: 0.800 m, Wall zone: 0.000 m
No. Quantity
1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40% o
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im \
Power: 66.0 W - \ 1
Light yield: 52.7 Im/W VT
Colour temperature: 3000 K k| {: 2> S "W‘? > o
Col dering index: 79 A ‘
olour rendering index '%‘V N

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 13.75 W/m? = 3.04 W/m?/100 Ix (Ground area 14.40 m?)
Consumption: 350 - 550 kWh/a of maximum 550 kWh/a

DIALux

90




2° Pavimento 21/11/2016
2° Pavimento / Building 1 / Storey 1/ Secretario Planejamento / Secretario Planejamento / Isolines / Perpendicular illuminance X
(adaptive)

Secretario Planejamento

N
o
(=)

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 453 Ix, Min: 173 Ix, Max: 742 Ix, Min/average: 0.38, Min/max: 0.23
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 91



2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1/ Storey 1/ Processos de Financiamento / Room summary u X

Processos de Financiamento

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Processos de Financiamento Perpendicular illuminance [Ix] 503 (500) 219 766 0.44 0.29

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ; = w -
Light yield: 52.7 Im/W Vel O
Colour temperature: 3000 K J ‘l",.{ ﬁ"\."i;k‘?«\’f "
A ) e
Colour rendering index: 79 "vabt‘ N7

o 15 3 15 30

cdiim n=172%
—Co-Ci80 90-C270

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 16.30 W/m? = 3.24 W/m?/100 Ix (Ground area 12.15 m?)
Consumption: 350 - 550 kWh/a of maximum 450 kWh/a
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2° Pavimento 21/11/2016
2° Pavimento / Building 1 / Storey 1/ Processos de Financiamento / Processos de Financiamento / Isolines / Perpendicular X
illuminance (adaptive)

Processos de Financiamento

|
300
500 500
750
500 500)
300
300
Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 503 Ix, Min: 219 Ix, Max: 766 Ix, Min/average: 0.44, Min/max: 0.29
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Planejamento / Room summary u X

Planejamento

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Planejamento Perpendicular illuminance [Ix] 448 (500) 200 597 0.45 0.34

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W PN il
Light yield: 52.7 Im/W X 2N

Colour temperature: 3000 K T «’iix,v)‘ T
Colour rendering index: 79 ‘\'“‘J;ﬂi,}“r N7

2

cdikim n=72%
—C0.Ci80 —Co0-C270

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 15.37 W/m? = 3.43 W/m?/100 Ix (Ground area 12.88 m?)
Consumption: 550 kWh/a of maximum 500 kWh/a
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1/ Storey 1/ Planejamento / Planejamento / Isolines / Perpendicular illuminance (adaptive) u X

Planejamento

300 300

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 448 Ix, Min: 200 Ix, Max: 597 Ix, Min/average: 0.45, Min/max: 0.34
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Recepgédo CPD / Room summary u X

Recepcao CPD

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Recepgao CPD Perpendicular illuminance [Ix] 374 (500) 180 497 0.48 0.36

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40% -
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W PN \ | /

Light yield: 52.7 Im/W VA

Colour temperature: 3000 K L t\"’\“vi;k!;)i( *

Colour rendering index: 79 """v;,,;avr ’ N ’
2 1 Lumicenter Lighting 25 CAAO01-E216

Light output ratio: 66.27% -

Lamp luminous flux: 2400 Im
Luminaire luminous flux: 1590 Im
Power: 33.0 W

Light yield: 48.2 Im/W

Colour temperature: 3000 K
Colour rendering index: 79

cdim n=66%
—Co-Ci80 90-c270

DIALux 96



2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Recepgédo CPD / Room summary u X

Total lamp luminous flux: 12000 Im, Total luminaire luminous flux: 8540 Im, Total Load: 165.0 W, Light yield: 51.8 Im/W
Lighting power density: 13.46 W/m? = 3.60 W/m?/100 Ix (Ground area 12.26 m?)

Consumption: 450 kWh/a of maximum 450 kWh/a
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1/ Storey 1/ Recepgao CPD / Recepgédo CPD / Isolines / Perpendicular illuminance (adaptive) u X

Recepcao CPD

300

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 374 Ix, Min: 180 Ix, Max: 497 Ix, Min/average: 0.48, Min/max: 0.36
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux 98



2° Pavimento 21/11/2016

2° Pavimento / Building 1 / Storey 1/ Recepgao/Planejamento / Room summary

Recepcao/Planejamento

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

DIALuUX

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Recepcao/Planejamento Perpendicular illuminance [Ix] 475 (500) 181 658 0.38 0.28
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 6 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40% o
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im <
Power: 66.0 W - \ 1
Light yield: 52.7 Im/W Ve T
Colour temperature: 3000 K SRS -
Colour rendering index: 79 L& N }‘% ’

Total lamp luminous flux: 28800 Im, Total luminaire luminous flux: 20850 Im, Total Load: 396.0 W, Light yield: 52.7 Im/W
Lighting power density: 15.41 W/m? = 3.25 W/m?/100 Ix (Ground area 25.69 m?)
Consumption: 800 - 1100 kWh/a of maximum 950 kWh/a

DIALux
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2° Pavimento 21/11/2016
2° Pavimento / Building 1 / Storey 1 / Recepgéo/Planejamento / Recepgao/Planejamento / Isolines / Perpendicular illuminance X
(adaptive)

Recepcao/Planejamento

500

300

200

Scale: 1:75
Perpendicular illuminance (Surface)

Mean (actual): 475 Ix, Min: 181 Ix, Max: 658 Ix, Min/average: 0.38, Min/max: 0.28
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1/ Storey 1/ Diretoria CPD / Room summary u X

Diretoria CPD

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Diretoria CPD Perpendicular illuminance [Ix] 377 (500) 152 606 0.40 0.25

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W >~ w - -
Light yield: 52.7 Im/W X 2

Colour temperature: 3000 K 3 ';' (2 ‘\'\«’i;,‘;)f 1

Colour rendering index: 79 o P N7

cdkim n=72%
80

Total lamp luminous flux: 9600 Im, Total luminaire luminous flux: 6950 Im, Total Load: 132.0 W, Light yield: 52.7 Im/W
Lighting power density: 12.26 W/m? = 3.25 W/m?/100 Ix (Ground area 10.77 m?)
Consumption: 250 - 350 kWh/a of maximum 400 kWh/a
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Diretoria CPD / Diretoria CPD / Isolines / Perpendicular illuminance (adaptive) u X

Diretoria CPD

300

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 377 Ix, Min: 152 Ix, Max: 606 Ix, Min/average: 0.40, Min/max: 0.25
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Servidor / Room summary u X

Servidor

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Servidor Perpendicular illuminance [Ix] 317 (500) 206 427 0.65 0.48

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40% - .
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im 2
Power: 66.0 W - \ I
Light yield: 52.7 Im/W X 2
Colour temperature: 3000 K ) -Z: \ ~\"\ ™ vi;%@’r -
. . . AL, S
Colour rendering index: 79 "{"ka: N7

Total lamp luminous flux: 14400 Im, Total luminaire luminous flux: 10425 Im, Total Load: 198.0 W, Light yield: 52.7 Im/W
Lighting power density: 10.53 W/m? = 3.32 W/m?/100 Ix (Ground area 18.81 m?)
Consumption: 350 - 550 kWh/a of maximum 700 kWh/a
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1/ Storey 1 / Servidor / Servidor / Isolines / Perpendicular illuminance (adaptive) u X

Servidor

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 317 Ix, Min: 206 Ix, Max: 427 Ix, Min/average: 0.65, Min/max: 0.48
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1 / Orgamento / Room summary u X

Orcamento

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Orgamento Perpendicular illuminance [Ix] 473 (500) 264 589 0.56 0.45

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 4 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im 2
Power: 66.0 W - \ 1
Light yield: 52.7 Im/W VT
Colour temperature: 3000 K 4 «"’\ >y 'i;?@’f il
Colour rendering index: 79 S gt“ N

¢'e
7'e

o

0
ikl n="72%

Total lamp luminous flux: 19200 Im, Total luminaire luminous flux: 13900 Im, Total Load: 264.0 W, Light yield: 52.7 Im/W
Lighting power density: 15.79 W/m? = 3.34 W/m?/100 Ix (Ground area 16.72 m?)
Consumption: 600 - 750 kWh/a of maximum 600 kWh/a
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Orgamento / Orgamento / Isolines / Perpendicular illuminance (adaptive) u X

Orcamento

300

500
500
500
300
500
500
500

300

Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 473 Ix, Min: 264 Ix, Max: 589 Ix, Min/average: 0.56, Min/max: 0.45
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ CPD / Room summary u X

CPD

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 CPD Perpendicular illuminance [Ix] 433 (500) 118 644 0.27 0.18

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 9 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W

Light yield: 52.7 Im/W SR : T

Colour temperature: 3000 K | -Z" S S, ‘;PV\’? o
o : U s

Colour rendering index: 79 #‘*‘5"‘ N

Total lamp luminous flux: 43200 Im, Total luminaire luminous flux: 31275 Im, Total Load: 594.0 W, Light yield: 52.7 Im/W
Lighting power density: 10.65 W/m? = 2.46 W/m?/100 Ix (Ground area 55.77 m?)
Consumption: 1050 - 1650 kWh/a of maximum 2000 kWh/a
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ CPD / CPD / Isolines / Perpendicular illuminance (adaptive) u X

CPD

200

200

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 433 Ix, Min: 118 Ix, Max: 644 Ix, Min/average: 0.27, Min/max: 0.18
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1 / Aimoxarifado / Room summary u X

Almoxarifado

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Almoxarifado Perpendicular illuminance [Ix] 246 (500) 116 367 0.47 0.32

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40% w
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im 2
Power: 66.0 W S \
Light yield: 52.7 Im/W X2
Colour temperature: 3000 K ) -f(' \ \\"'\“vib?@’{
. . . AL W, S
Colour rendering index: 79 "j,,vt‘: N7

Total lamp luminous flux: 4800 Im, Total luminaire luminous flux: 3475 Im, Total Load: 66.0 W, Light yield: 52.7 Im/W
Lighting power density: 8.80 W/m? = 3.58 W/m?#100 Ix (Ground area 7.50 m?)
Consumption: 100 - 200 kWh/a of maximum 300 kWh/a
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1 / AiImoxarifado / Almoxarifado / Isolines / Perpendicular illuminance (adaptive) u X

Almoxarifado

200

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 246 Ix, Min: 116 Ix, Max: 367 Ix, Min/average: 0.47, Min/max: 0.32
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Controladoria / Room summary u X

Controladoria

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Controladoria Perpendicular illuminance [Ix] 415 (500) 236 533 0.57 0.44

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 6 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ; = .
Light yield: 52.7 Im/W [ VTS s
Colour temperature: 3000 K s “;'.1\" - VQV)’ 1
g i - W (d ’
Colour rendering index: 79 Y N /

cdiim n=72%
—C0-C180 —C90-C270

Total lamp luminous flux: 28800 Im, Total luminaire luminous flux: 20850 Im, Total Load: 396.0 W, Light yield: 52.7 Im/W
Lighting power density: 11.95 W/m? = 2.88 W/m?/100 Ix (Ground area 33.15 m?)
Consumption: 700 - 1100 kWh/a of maximum 1200 kWh/a
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Controladoria / Controladoria / Isolines / Perpendicular illuminance (adaptive) u X

Controladoria
500
300 300
500
Scale: 1:50

Perpendicular illuminance (Surface)
Mean (actual): 415 Ix, Min: 236 Ix, Max: 533 Ix, Min/average: 0.57, Min/max: 0.44
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1/ Storey 1/ DML / Room summary u X

DML

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 DML Perpendicular illuminance [Ix] 391 (500) 309 447 0.79 0.69

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im
Power: 66.0 W
Light yield: 52.7 Im/W
Colour temperature: 3000 K 4
Colour rendering index: 79

¢ i‘ iyv)’

gﬁ '; A

Ot

W17s/57

‘A,v o

a0

cdikim n="72%
—C0- 150 m—G90-C270

Total lamp luminous flux: 4800 Im, Total luminaire luminous flux: 3475 Im, Total Load: 66.0 W, Light yield: 52.7 Im/W
Lighting power density: 24.44 W/m? = 6.25 W/m?/100 Ix (Ground area 2.70 m?)
Consumption: 100 - 200 kWh/a of maximum 100 kWh/a
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1 / DML / DML / Isolines / Perpendicular illuminance (adaptive) u X

DML

Scale: 1:10
Perpendicular illuminance (Surface)

Mean (actual): 391 Ix, Min: 309 Ix, Max: 447 Ix, Min/average: 0.79, Min/max: 0.69
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Circulagdo / Room summary u X

Circulacao

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Circulagdo Perpendicular illuminance [Ix] 387 (500) 120 522 0.31 0.23

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 6 Lumicenter Lighting CAA01-E416
Light output ratio: 72.40%
Lamp luminous flux: 4800 Im
Luminaire luminous flux: 3475 Im

Power: 66.0 W ; = N a0 ©
Light yield: 52.7 Im/W VAt s
Colour temperature: 3000 K 7 ‘;;, e ”ﬁékV)( -

ing i . VR Ve “ W
Colour rendering index: 79 _,,s?gv' N7

cdim n="72%
—Co-Ci80 - c270

Total lamp luminous flux: 28800 Im, Total luminaire luminous flux: 20850 Im, Total Load: 396.0 W, Light yield: 52.7 Im/W
Lighting power density: 12.95 W/m? = 3.34 W/m?/100 Ix (Ground area 30.57 m?)
Consumption: 1100 kWh/a of maximum 1100 kWh/a
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2° Pavimento 21/11/2016

2° Pavimento / Building 1 / Storey 1/ Circulagéo / Circulagéo / Isolines / Perpendicular illuminance (adaptive)

Circulacao

DIALuUX

300
300)
300
500
500
[/
300)
300
O
Scale: 1:50

Perpendicular illuminance (Surface)
Mean (actual): 387 Ix, Min: 120 Ix, Max: 522 Ix, Min/average: 0.31, Min/max: 0.23
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Copa / Room summary u X

Copa

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Copa Perpendicular illuminance [Ix] 248 (500) 172 317 0.69 0.54

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting CAA01-E132
Light output ratio: 72.25%
Lamp luminous flux: 2700 Im
Luminaire luminous flux: 1951 Im

Power: 36.0 W ‘; ‘ .
Light yield: 54.2 Im/W e 2%, > .
Colour temperature: 3000 K =

Colour rendering index: 79 R 22 \ il '

105

30"

n=72%

Total lamp luminous flux: 5400 Im, Total luminaire luminous flux: 3902 Im, Total Load: 72.0 W, Light yield: 54.2 Im/W
Lighting power density: 11.31 W/m? = 4.55 W/m?/100 Ix (Ground area 6.37 m?)
Consumption: 100 - 200 kWh/a of maximum 250 kWh/a

DIALux
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1 / Storey 1/ Copa / Copa / Isolines / Perpendicular illuminance (adaptive) u X

Copa
200 200
300
Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 248 Ix, Min: 172 Ix, Max: 317 Ix, Min/average: 0.69, Min/max: 0.54
Height of working plane: 0.800 m, Wall zone: 0.000 m
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2° Pavimento 21/11/2016

2° Pavimento / Building 1/ Storey 1/ BWC Def. Fisico / Room summary

BWC Def. Fisico

Height of room: 4.050 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

DIALuUX

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 BWC Def. Fisico Perpendicular illuminance [Ix] 171 (500) 89.9 213 0.53 0.42
Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Lumicenter Lighting CAA01-E132
Light output ratio: 72.25% w
Lamp luminous flux: 2700 Im
Luminaire luminous flux: 1951 Im %
Power: 36.0 W KL "
Light yield: 54.2 Im/W 2%, n
Colour temperature: 3000 K NS

30

Colour rendering index: 79 Ny £ \ il '

n=72%

Total lamp luminous flux: 2700 Im, Total luminaire luminous flux: 1951 Im, Total Load: 36.0 W, Light yield: 54.2 Im/W
Lighting power density: 8.17 W/m? = 4.77 W/m?#100 Ix (Ground area 4.41 m?)
Consumption: 100 kWh/a of maximum 200 kWh/a

DIALux
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2° Pavimento 21/11/2016 D | Q |
2° Pavimento / Building 1/ Storey 1/ BWC Def. Fisico / BWC Def. Fisico / Isolines / Perpendicular illuminance (adaptive) u X

BWC Def. Fisico

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 171 Ix, Min: 89.9 Ix, Max: 213 Ix, Min/average: 0.53, Min/max: 0.42
Height of working plane: 0.800 m, Wall zone: 0.000 m
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5.0 Cobertura 21/11/2016 D |
Site 1/ Building 2 / Storey 1/ Maquinas de Ar Condicionado / Room summary A | u x

Maquinas de Ar Condicionado

Height of room: 2.800 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Maquinas de Ar Condicionado Perpendicular illuminance [Ix] 82.0 (500) 447 109 0.55 0.41

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting 14 PF103-S1LED4K R _w e N
Light output ratio: 100%
Lamp luminous flux: 1070 Im -
Luminaire luminous flux: 1070 Im
Power: 17.0 W
Light yield: 62.9 Im/W L -
Colour temperature: 3000 K b}
Colour rendering index: 84

cdikim = 100%
—C0- 150 m—G30-C270

Total lamp luminous flux: 2140 Im, Total luminaire luminous flux: 2140 Im, Total Load: 34.0 W, Light yield: 62.9 Im/W
Lighting power density: 3.38 W/m? = 4.12 W/m?#100 Ix (Ground area 10.07 m?)
Consumption: 100 kWh/a of maximum 400 kWh/a
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Cobertura 21/11/2016
Site 1/ Building 2 / Storey 1 / Maquinas de Ar Condicionado / Maquinas de Ar Condicionado / Isolines / Perpendicular illuminance X
(adaptive)

Maquinas de Ar Condicionado

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 82.0 Ix, Min: 44.7 Ix, Max: 109 Ix, Min/average: 0.55, Min/max: 0.41
Height of working plane: 0.800 m, Wall zone: 0.000 m
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Cobertura 21/11/2016 D | Q |
Site 1/ Building 2 / Storey 1/ Casa de Maquinas / Room summary u X

Casa de Maquinas

Height of room: 2.800 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 Casa de Maquinas Perpendicular illuminance [Ix] 90.6 (500) 50.0 116 0.55 0.43

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Lumicenter Lighting 14 PF103-S1LED4K YA
Light output ratio: 100%
Lamp luminous flux: 1070 Im -
Luminaire luminous flux: 1070 Im
Power: 17.0 W
Light yield: 62.9 Im/W ' w
Colour temperature: 3000 K )
Colour rendering index: 84

cdikim = 100%
—C0- G150 m—G30-C270

Total lamp luminous flux: 2140 Im, Total luminaire luminous flux: 2140 Im, Total Load: 34.0 W, Light yield: 62.9 Im/W
Lighting power density: 3.82 W/m? = 4.22 W/m?#100 Ix (Ground area 8.90 m?)
Consumption: 50 - 100 kWh/a of maximum 350 kWh/a
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Casa de Maquinas

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 90.6 Ix, Min: 50.0 Ix, Max: 116 Ix, Min/average: 0.55, Min/max: 0.43
Height of working plane: 0.800 m, Wall zone: 0.000 m
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